ONDOR
ARPETS

Lyon
Typ koberca 1/10 vsivany uzlikovy
Materialové zlozenie 100% PA SDN

Primarny podklad Tkany

Sekundarny podklad AB, Silent Backing
Sirka 400 cm, 500 cm
Vyska vlasu 3.5mm
Hmotnost viasu 550 gr/m2
Celkova hmotnost 1650/2100 gr/m2
Celkova vyska 5.5/6.5 mm
Pocet vpichov 181240 /m2

Oblast pouzitia Extrem / Heavy (33)

GUT dislo. 477CCOCE GUT

Zvukova izolacia Ca.23/29dB

Tepelny odpor ca 0,07 MKW
Stalofarebnost >5

Opotrebenie >4

Stalost vo vode =4

Ohiuvzdornost Cfl-S1 1658-CPR-3074
Abz ¢islo Z-156.601-680

Obrazky www.condorcontract.com

Condor Carpets bv
Randweg 14, 8061 RW
P.O. Box 21, 8060 AA
Hasselt, The Netherlands

+1%

+15%

-7.5% 4+10%

smmd

(+31) 3847789 11
(+31) 38477 89 22
info@condorcarpets.nl
wwww.condor-group.eu
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Certifikaty

2015
Condor Carpets
Randweg 14
8064 RW Hasselt
EN1307
DOP. C-022AS150

Reaction to fire
Cfl-sl

slip resistance:
DS

EN 14041:2004
1658

Resilient floor
covering to be

used within a

www.blauer-engel.de/uz128 building
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